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The X-Series - The XLSC

Playing The XLSC: Suggested Settings & Effects-Loop Interface

Thank you for deciding to x-perience the X-Series from Horizon Music and Lee Jackson
Amplification. Lee has created the X-Seériss to be very special kinds of guitar amplifiers, Being
handmade from start to finish, each all-tube X-Series head and combo has its own personality

and tone, Just as each player has his or her own unigque styte and touch.

The XLSC was designed to be a pallet for cleans and Jain tones, and is capable of many
different tonal bases. Five (5) 12AX7 preamp tubes drive the front end of the XLSC (one 12AXT7
controls the effecta-loop), and 2 (50Watt) or 4 (100Watt) 5EBIELE power tubes provide an
excellent overall balance of clean punch and dirty arowl. To make the XLSC sven more versatile,

Lee designed It to accept a variety of different power tubes, see Smart Tube™.

#% Before You Begin '.E:

Thie step is very important if you don't want to damage your new
amplifier, Be sure that the speaker cables are securely connected.

Conr Additional Speaker Cabinets

The XLSC will comfortably drive one to four additional 4x12 cabinets.
The Ohm Selector on the rear of the head needs to be set at & Ohme.

Allow a minute or two of warm-up
time, and to keep yourself
occupied during warm-up, make
the Channel | Level & Channel Il
Master are turned down.

Now, proceed with

the following steps:

* Connect Amp to power supply
* Connect footswitch (optional)
* Be sure the effects-loop switch

is out or “of " (if not used) STEP #3
#* Connect instrument cable

* Turn the "Eeady" switch on * Turn the “Go" switch to “On"



Now, let's set up the XLSC for your playing application and get familiar with the controls.

n h ell

Channel | was designed as a dedicated clean channel and to stay warm and
shimmering regardless of the required voiume level. The Level is the only
volume/preamp knob on the XLSC/Channel |, Level uses a Lee-determined gain
structure that is not of this world, Active Bass, Mid, and Treble &.q, provide a vast
array of clean and blusey tones. Just because the gain structure is predetermined
doesn't mean you can't get Channel | to overdrive, you just have to do it through
the power tubes, Use the MTA™ feature, rock up the Level until a subtle overdrive
ensues, and you've got that bluesy arit that Stevie and Jimi liked so much.

Suggested Settings for Channel | - Clean

1. et Basgs to 7 or &.

2. Set Mid to 4 or B.

3. Set Treble to & or 7.

4. Slowly bring up the Level
to deslred volume.

Suggested Settings for Channel | - Bluesy Grit ala Stevie Ray

1. Set Bass to B, For the biggest low-end clean,
As always, fear not A leave the MTA™ off, unless of
when xperimenting, If 2. Set Mid to 7. course you prefer the tone
you're still questing 3. Set Treble to 4. while the MTA™ is on.
for your tone, it's In 4. Eﬂ@ﬂglﬂ the MTA.TH
the XLSC. Seek and AN 5
you shall find. ATkl W0 S B s

5. Slowly bring up the Level to about G or 7.

Ore way to get a punchy blues-tone Is to use strings with a wound 3rd, or G-atring. Try a set of
{OW's. Take some time restringing. You'll have to readjust the tension on full-floating trem
guitars via the spring claw. You will notics that the apparent "attack” Is decreaced some, but your
gultar's overall tone will now be warmer and tend to be a little cleaner,



tin Channel Il

Channel Il ventures from the sweet singing cry of power tubes begging for mercy,
to the tonal jungles of grunge and metal, When you're reacly for More™ | you're
ready for the Tonal Frontier. You're ready for Channel Il If You ¢an imagine it, you
can get it with the XLSC, One Preamp (1-12) and one More Knob™ (12-24) provide
frightening amounts of gain. Use the Preamp to achisve the initial gain structure.
When you're happy with the general tone, it's time to reach for More™ to tailor and
shape exactly the tone you want. Active-Post/Gain tone controls allow for
anything from creamy midrange-rich overdrive, to mid-absent mosh/metal mania.
Smart Touch™ keeps the over-all volume level just about the same régardiess of
where the guitar volume is positioned, allowing you to go from clean to scream
anywhere on stage. MTA™ lets you get that wide-open, the sky Is falling tone, at a
volume level that's this side of earth-shaking. And of course Smart Tube™ allows
for just about any type of power tube to be used is the XLSEC' power base.
Tube-Driven Effects Loop, and foot-switchable Effects and Channels round out the
KLSC making It a must-have for the Tonal-Frontiersman.

Suggested Settings for Suggested Settings for
Channel Il - Vintage Channel Il - Mosh/Metal
1. Set Preamp to 4. 1. Set Preamp to 9.
2. Set More Knob™ to 11, 2. Set More Knob™ to 12,
2. Set Bass to 9, 3, Set Bass 10 9,
4, Set Mid to 6. 4, Set Mid to 3.
&. Set MidFrequency to 3. 5. Bet MidFrequency to 1.
€. Set Treble to 7. ©. Set Treble to 1.
7. Get MTA™ 10 OFf, 7. Set MTA™ 10 5,
&. Set Presence to 6. 5, 52t Presence to 1.
9. Set Masterto ? 8. Set Master to 7.
To the very brim of your To the grunge Jungles you come,

courage, If you wish. bearing a serious machete,



MTA™

The purpose of the MTA (Master Tube Attenuator) is to allow the power tubes

to be worked xtremely hard to get that wide-open breathy crunch, but allow
the player to operate the X-Series Combo at any volume level, even sane ones.

Even though the MTA™ adjusts the volume level from O db to maximum
volume insanity, the power tubes are still working all the time at the level of
the Channel Master. Remember, this is a hotrodded amplifier and will
consume power tubes faster than whimpy stock tube amps.
"To Die In The Name Of Tone," that is a power tubes quest in life.

To Use The MTA™
Engage MTA™ switch, set to 4 or 5, and then roll up the Channel Master to get:
desired tone and distortion. You must use the MTA with discretion, in other words,
you can't open the Channel Master to 12 and MTA to 1 or 2. If the MTA™ and
Channel Master are not properly adjusted, a squalling sound will be heard. Bring
the Channel Master down until a proper balance is achieved.
Generally, by setting the Channel Master @ &, the MTA operates best.

Interfacing With Effects
The X-Series has a Tube-Driven effects-loap in order to maintain the

Tube-Tone that's sent to the effects unit. In erder to achieve this tonal integrity,

the Channel Master must drive the Effects-Loop, see below.

* The benefits: 1.) Much higher signal-to-noise ratio - it's quist,
2.) Flexibility in matching levels with cutting-edge or anclent effects because
of adjustable levels on Send and Retur,

To Engage Effects-Loop

Depress the Effecte On/Off ewitch on rear panel of the XLSC
or with the optional footswitch.
Note: The XLSC will not operate if Effects-Loop is engaged
while not connected to an effect.

# The effects-loop drive level is driven by the Master on each channel, Therefore,

you must tailor the Send level (the trim pot next to “Send”) to match with the

effect you wish to use. Generally, once the levels are set for your playing volume,
they wen't heed to be readjusted.



Hint
If the effects unit has Input and Cutput level controls, match the input levels by
adjusting the Send level on the XLSC and Input level on the sffect so that the
signal is clean and not redlining or clipping. Then use the effect Output level to
control your overall volume. Note: If you hesr a whistling-squeal while interfacing
with effects, slowly bring the XLEC “Send” level down until proper matching occurs.

Stereo Effects
Using two XL5C combos in stereo creates an awesome guitar rig. To do so:
1) Obtain two(2) XLSC Combos 2.) Select the outboard effect you wish to use,
3.) Engage the Effects-Loop on each head, 3.) Take the “Send” from first XL5C
combe Lo effect input. 4.) Take Effects-Return “right” to XLSC “right” Return,
5.,) Take the Effects-Return “left” to XLSC “ieft” Beturn.
Using this method, the "Send" on XL5C “left” is not used.

Smart Touch™
Lee has set up the X-Series with a SmartTouch™ input which is
Touch- Sensitive. Touch-Sensitive allows the player to control tone, gain, and
clean by using the guitar velume knob. You can get an excellent warm clean
sound in the gain channel by turning the guitar volume down about halfway,
the over-all volume level will stay just about the same regardless of where the
guitar volume is positioned, allowing the player to go from clean to scream

anywhere on stage.

Smart Tube™
Each type of power tube has Its own character, tone, and distortion

properties. With Lee's Smart Tube™ feature, you can select and xperiment
with the X-Series’ power base. Choose Your Taste in Tubes.

(To Change Power Tubes: Disconnect amp from power supply, remove back grill,
remove existing power tubes - the big ones, plug in new tubes - EL34, 6CA7,
6550, 6L6, 5881 - and slide the small recessed switch in the direction the

white sticker indicates, replace grill, reconnect to power, allow 5 minute
warm-up period. The X-Seriee Combo is now re-biased and ready to rock,)



Quiput--Tuba Protector

If a faulty speaker cable has been used, or something has caused the red LED on
the rear panel to come on, the Output Fuse has blown. To replace this or any of the
three rear-panel-accessible fuses, disconnect from power supply, remove fuse
cover and replace blown fuse with fuse Lype that's indicated on the panel.

Trouble Shooting & Fuse Replasgment

No Sound:
1.) Be sure effecte-loop is disengaged
2.) Be sure Instrument cable is connected
3.) Be Sure “Go" Switch is on
4.) Be sure speaker cables are connected
B.) Check MTA's volume position

Replaced Fuses an ill wer
(Seek Professional Assistance)
There is a DA fuse lpcated inside the chassis on the Main Board. Disconnect from
power supply, remove rear screen, remove chassis screws, and carefully slide
chassis out, locate and replace fuse, reverse process to reinstall.

&qugﬂking. Hissing, Equalling:

The XLSC is designed to be the quietest (in terms of unwanted roise) guitar
amplifier made. Anytime you hear a strange noise, investigate immediately.
High-pitched squeaking/hissing noises are usually Effects-Loop related matching
problermns and are usually related to level-matching problems. To Solve:

1.} Be sure your using good cable for effects-loop connection
2.) Double check the Send level, no redlining should be occurring on effect,
adjust levels until noise goes away and proper matching occurs
2.) If using the MTA and a squalling occurs, be sure Channel Master
isn't wide open
4.} If a squalling sound Is still occurring:
A.) Does it squall with guitar volume off? Yes? Repeat steps 1-3
B.) No? Then your probably playing too close to the speaker cabinet,







